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These instructions are to be read in conjunction with
Gliderol Roller Door installation instructions.

Please note:-

THE FOLLOWING INSTRUCTIONS FOR FIXING OF THE DRIVE
UNIT ASSEMBLY TO THE DOOR ARE FOR A RIGHT HAND
INSTALLATION. (Refer to Fig 1-8).

a) Check the door U bolt is securely tightened on the LEFT
hand side of door

b) Rasse the door and L a rape around the centre to secure
the ol

@ suppart the cight hand end of the door with a suitable
prop, e.g.step ladder and soft padding to protect the door
surface (Fig. 2)

STOP WARNING:- DO NOT ALLOW CHILDREN/PERSONS.
ARQUND THE DOOR WHEN PROPPED. SERIOUS PERSONAL
INJURY AND/OR PROPERTY DAMAGE CAN RESULT FROM
FAILURE TO FOLLOW THIS WARNING.

) Carefully loosen and remove the right hand axle U bolt

€) Make sure the door supporting prop is secure, While the.
door is supported remove the right hand wall mount
bracket. (Fig: 3)

) Remove the geared motor (27) and motor spacer (28) from
the packaging materia. Align the spacer over the three
motor mounting holes and nsert the. motor assembly
between the spoke sections of the drum wheel. Align the
assembly with the three counter sunk holes in the spoke
section , Affx with screws supplied 3 X (6x25mm counter
sunk) using an approprate fat bladed screwdriver (Ensure
he motor assembly is securely fixed o the drum wheel
before proceeding)

g Remove the motor shaft screw and sfide on the main drive
gear (10}, refit the shaft screw and tighten

h) Slide the Sip Ring assembly (6,7,8) over the door axle,
locate into a posiion where the two Siip Ring wires are
closest to the motor . Connect the wo wires from the Slip
Ring assembly to the motor leads. Observe the polariy of
the four wires ie. red 10 red black to black

) Three boss mounts on the drum wheel will locate the Siip
Ring assembly Using the three self tapping screws
provided securely fix into position (8 5/3).

1 Side the Main Ring Gear (32) over the door axle and
engage teeth with the motor drive gear,

k) siide main body (2) over door axle, make sure the manual
release pin (23) is 1 manual position. locate contact
brushes (25) into inner and outer siip ring (7.8)

1} The Main Body should riow be sitting fiush up against the
Ring Gear. Attach Spit Ring (9) 1o SIp Ring extrusion and
secure split ring self tapping screw. (6 3/8)

m) Replace right hand side wall mount bracket (Fig. 4)

) Remave support from door and rest axle carefully on wall
mounting bracket.
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o) Siide ant coning collar over spindie 5o that it i lush with edge
of the sl ring” Secure anti coning tightly to ensure it will ot
move. (Fg. 5}

P

Push the anchor tuses through the anchor block end side the
assembly over the weall oracket. Thread the dhive unit loom
through the anchor tube and locate the anchor tube firnly into
the fomale boss on the main body. Once in place lock the anchor
tube and slock wih the self tapping screw provided. (6 3/8)
. 5

Realign door and securely re-affx U bo't

a
1) Plece the weight bar provided 01 the bottom rail. Secure the
weight oar with the two soring clips provided 300mm from each
end of the weight bar. (fig. &)

Remote the conirol box from the packaging material, separate
e control box i from the base by releasing the snap fit catch.

4 Affic control box base securely to the garage wall at
approximately head reight, Connect drive unit loom 1o contiol
boxand actvate power

Setting the limits

The two cams snon (fig. 7)set the length of door travel during
automalic operaton Ensure manual release pin s in manual
(fig. 7} and that door moves frecly n manzal operation.

Adjustment:
Lacsen the three locking screws wl
enanle manual otztion of the cas

in the cam assembly ta

Inner Cam {141~

This cam wil otate in the clockwise drection dring the.
downward travel. Adjustment i made so that when the door is
ully closed the cam has ust activated the botom limit switch
Outer Cam (13}

This cam wil rotate ant-clockwise during the upward travel
Adjustment is made 5o that the cam activates the top it
switch when the door has reached the desied height
CAUTION: The up cam snould be se 1o stop the roller door just
below the guide stop 1o avoid Jarring the drive gears etc
Qperate the control box push buttan several times to ensure that
the fimit swiches operate satisfactorily. Tightly secure the cam
retaining screvs,

¥) Engage Gidermatic by switching manual release pin to

avtomatic refer (Fig. 1),

Kove oor manually until you hear pin engage,
Activate Gldermtic by pressing push button on cortrol box,

Glidermatic operator should engage rolle door and oo travel
should be downwards. If “down® (14) cam hs been set
corectly, coor shouid stop at floor level, Actiate Glidermatic
door should <ravel upwards and stop at desred height if *up”
(13) cam is set correctly, door should travel upwards and stop at
dested height i “uo" (13) cam is et correctly.

If door does not stop at desired positions turn off power and

9o back and readjust cams, as detailed above, (Setting the

Limits).

Wi Final Security - Fully dlose the door, mark the corrugation just
before the Curtan feaves the top rof, drll through the Curtain
and the Drum wneel rim and apply 2 pop ivet” of seff tapping
sctew. This must be done al both ends of the door (Fig. &),
NOTE: After marking the flute the Curtain may be raised to give
access for drllng etc
WARNING: Care: must be exercsed when diling to avoid
interna wiing.

Congratulations you have now successfully retrofitted your
Glidermatic drive unit. Please proceed to Control Box Set Up.
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Control Box Set Up (Fig. 9)

Open or close the door with the operation switch

Adjust the Obstruction Detection Pot (4) to Maximum (Fully clockwise)

Now adjust the pot 10 degrees in the clockwise direction.

Cycle the door a few times ensuring an overload condition is not registered during normal operation. If an overload
condition is registered re adjust the pot a further 10 degrees in the clockwise direction.

MICROCHIP

CONS 5, COM' | awp HOLDER Q-
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@K 12V RELAY &
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5 LU_ifB 24V RELAY

o]

Fig. 9

* S2 jumper :

Only 1 "0.050hm 5 watt resistor" will be installed.

For all residential doors, S2 jumper should be in the position of S L

For all commercial doors, S2 jumper should be in the position of S EfEa] o
( Note : Must be used in conjunction with Photocell option.)

Control Box
Push Button

— Control Box Cover

FZGLIDEROL

Fig. 10
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(6). Whilst the door is travelling turn the obstruction sensitivity pot
slowly anti-clockwise until an overload condition occurs ie door going up stops before reaching the set top limit or
door going down auto-reverses before reaching set bottom limit.
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Transmitter Key and Code Setting
Refer to Fig. 9

Key Setting

Choose the Transmitter key configuration (JP1/P2/1P3)
from the following -~

Single door installation (A)
Key 1

=l
BE

The above jumper configuration will allow Key 1 on the
hand transmitter to be programmed.

ol

Note: The jumpers are located on the Control Box
Printed Circuit Board. (P1,JP2,JP3).

Single door installation (B)

O vz
00 ver3

This above configuration uses all three keys
A Up  Key2

W Siop Keyl
w Down Key3

Two or Three door installation

CBox1 CBox2 CiBox3

Door 1
Jumper configuration for transmitter Key 1 only
Door 2

Jumper configuration for transmitter Key 2 only
Door 3

Jumper configuration for transmitter Key 3 only
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Code Setting

Once the Key configuration is set you can now program
in the security code from your hand transmiteer (5)

* Press the learn code key once (8)
* Learn LED Indicator will light (8A)

* Press the hand transmitter Key that will operate the
door eg: for single door installation (A} you would
press Key 1

* Learn LED (8A) will go out
* The hand transmitter is now programmed
Multiple Hand Transmitters

Repeat the above instructions for any subsequent Hand
Transmitters.

The Control Module has enough memory for up to 10
individual Hand Transmitters.

If more than 10 handsets are learnt the FIFO (First In First
Out) system applies e first Hand transitter code learnt
will be deleted and replaced by the last Hand Transmitter
code learnt

Deleting Hand Transmitters From Memory
Press and hold the learn code key (8]* for 5 seconds

All transmitter codes held in the memory have
been erased.

Note: If a transmitter is lost or stolen please erase the
memory and re-learn any spare or new transmitters.

Key Ring Transmitter

°
Inside of PCB Back
Front
Cover

Battery Type 12V (GP23A)

The battery should be replaced every 12 months
To reassemble:-

* Hold front cover as per drawing

* Insert membrane, then Printed Circuit Board (This will
locate as per drawing)

* Insert 12Volt Battery (GP23A) Positive towards screw

* Locate back of case and screw together
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